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(57) ABSTRACT

A process and a device for the manufacture of a hollow body,
particularly of a heat-resistant hollow body, which is molded
out of a heated preform of thermoplastic plastic in a contoured
blow mold through the introduction of a first medium into the
preform, which medium is stored in a first medium storage
unit and is under a pressure (p1) (preblowing phase), and the
more or less simultaneous stretching of the hollow body
through a stretching rod and the introduction of a second
medium in the hollow body, which medium is stored in a
second medium storage unit and the pressure of which (p2) is
higher than the pressure of the first medium (p1) (final blow-
ing phase), and which is cooled by a third medium, which is
medium stored in a third medium storage unit (rinsing phase),
whereby the preblowing medium is under a pressure of
approximately 2-20 bar, the final blowing medium is under a
pressure of approximately 15-45 bar, and the cooling medium
is under a pressure of approximately 30-45 bar.
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1
PROCESS AND DEVICE FOR THE
MANUFACTURE OF A PARTICULARLY
HEAT-RESISTANT HOLLOW BODY

CROSS-REFERENCE TO RELATED
APPLICATION

This is a continuation application of U.S. patent applica-
tion Ser. No. 10/592,821, which is the U.S. national stage
application of international application no. PCT/EP2005/
002399, having an international filing date of Mar. 8, 2005,
and which is based on and claims priority to German appli-
cation no. 10 2004 014 653.5 filed on Mar. 25, 2004.

FIELD OF THE DISCLOSURE

The disclosure relates to a process for the manufacture of a
hollow body, particularly of a heat-resistant hollow body,
which is molded from a heated preform of thermoplastic
plastic in a contoured blow mold. The disclosure additionally
relates to a device by means of which such a process can be
carried out.

BACKGROUND OF THE DISCLOSURE

In the food industry and, in particular, in the beverages
industry as well, there has been an increasing tendency for
some time to fill foods or beverages, as the case may be, into
hollow bodies of thermoplastic plastic, particularly bottles of
PET. There are various possibilities for extending the shelf
life of beverages, such as hot decanting, for example. If it is
desired to fill the beverages that are to be filled into plastic
containers, such as PET bottles, for example, in a hot condi-
tion, then an elevated temperature-resistance of these con-
tainers is necessary.

In known processes and devices for the manufacture of
heat-resistant hollow bodies, the preforms are preblown with
amedium under pressure (preblowing phase) and, in a second
step, are blown into finished form with a medium under
higher pressure (final blowing phase). The final blowing pres-
sure is high enough that the plastic molded blank is pressed
against the wall of the blow mold. This pressure is maintained
for a certain time in order to give the contours the shape that
is ideal for the bottle being created. If the hollow bodies that
are to be manufactured are temperature-resistant hollow bod-
ies (so-called hot-fill bottles), then the wall of the mold
against which the bottle being created is pressed in order to
mold the contour is heated. The bottle is held against this
warm wall in order to subject the plastic to a partial crystal-
lization in order to thereby achieve an elevated thermal and
shape stability. In the event of an excessively great crystalli-
zation of the plastic, however, an undesirable discoloration of
the same, or opalization, is brought about. In order to achieve
a sufficient stability of shape of the bottles upon their removal
from the mold and to prevent the above-stated discoloration,
it is very important to cool these during the process of manu-
facturing hot-fillable plastic bottles. The cooling can take
place in the interior of the bottle, for example. Various media
can be used for that purpose. One widely used technique is
cooling by means of compressed air. The cooling or rinsing
air, as the case may be, is frequently supplied to the bottle
through a hollow stretching rod. In order to guarantee a suf-
ficient cooling by means of air circulation, for example,
valves are opened in order to produce an air flow, which
transports the heat of the internal wall of the bottle away.
So-called rinsing air medium thereby flows from the air feed
unit, through the bottle and sound absorber, and into the open
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air. After this cooling phase, the medium still remaining
inside in the bottle and under pressure is discharged. This is
also generally carried out through the sound absorber. One
disadvantage of this process is the very high consumption of
air that is brought about, particularly by the cooling or rinsing
process, as the case may be.

Summary of the Disclosure

The task which forms the basis of the disclosure, therefore,
is that of making available a process for the manufacture of
hollow bodies, particularly heat-resistant hollow bodies, in
which the consumption of air is considerably lower than that
of'the known processes. In addition, the task forming the basis
of the disclosure is that of making a device available that
works in accordance with the process in accordance with the
invention.

The process steps are provided for the solution of the task
concerning the process. In accordance with these process
steps, a medium, preferably compressed air, is first of all
introduced into the preform located in the blow mold, which
medium is stored in a first medium storage unit under a
pressure (pl) and deforms the preform (preblowing phase).
Other media can, of course, also be used in addition to com-
pressed air. Other aggregate conditions are thereby conceiv-
able, such as vapor or fluid media, for example, as well as
other compositions. The most varied gases, such as nitrogen
or oxygen, for example, or the most varied mixtures of the
same, can be used in addition to air. Steam can be used as a
vapor medium, for example. It is also conceivable to carry out
the molding process with the most varied fluid media, such as
water, for example. The process is not restricted to the use of
specific plastic preforms, so that PET preforms, PVC pre-
forms, or others, for example, can be used.

One or more medium storage units can be constructed in
the most varied ways. For example, spherical, square, or
ring-shaped storage units are conceivable. Other storage unit
forms, not stated here, are also possible and are not explicitly
excluded.

The preblowing medium is under a pressure (p1) of 2 to 20
bar, whereby, in one preferred form of implementation, it is
under a pressure of 3 to 10 bar.

The stretching of the preform also begins during this phase
of the blowing process through the fact that a stretching rod
moves out of the opening of the same and into the direction of
its base in order to expand it in its length. The stretching rod
can either be molded solid or provided with recesses, or even
be entirely hollow, in order to meet the various requirements
of the blowing process.

After the hollow body has been preblown, a medium with
the pressure (p2) is yet again introduced, whereby the pres-
sure (p2) is greater than the pressure (p1). The hollow body is
thereby blown into the finished form and pressed against the
inner wall of the blow mold (final blowing phase). The final
blowing medium can again be one of the most varied media
with the most varied aggregate conditions. The final blowing
preferably involves the same medium as upon the preblow-
ing; in one preferred form of implementation, it is com-
pressed air. The final blowing medium is under a pressure (p2)
of 15 to 45 bar, preferably under a pressure of 20 to 30 bar. In
one particularly preferred further development, a final blow-
ing medium under a pressure of 23 to 26 bar is used.

In order to achieve a partial crystallization and, as a result,
a stabilization of the glass containers to be manufactured, the
internal wall of the blow mold is to be heated during the
manufacture of heat-resistant hollow bodies. In order to cool
the hollow body which is, because of the final blowing step,
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lying against the warm inner wall of the blow mold, and in
order to thereby prevent an undesirable effect of shrinking
back upon removal, a rinsing or a cooling medium, as the case
may be, is, in an additional step, introduced from a storage
unit into the hollow body under the pressure (p3). The intro-
duction of the cooling medium can be carried out through the
blowing nozzle that is placed on the upper end of the contain-
ers to be manufactured, or else it can be brought in through a
hollow stretching rod. The hollow stretching rod can also be
open at the bottom, and this has the advantage that the base of
the container can be cooled in a completely targeted manner.
This is particularly important, therefore, since—because of
the blowing process—more material is present in the base
area than in the neck or body area, for example. More mate-
rial, however, also means more stored heat that must be trans-
ported away in order to guarantee the stability of shape of the
hollow body upon its removal from the mold. If the cooling air
is introduced into the hollow body through the hollow stretch-
ing rod, then, in one preferred form of implementation, in
addition to the opening that is directed downwardly and lat-
erally, a number of holes are located inside the stretching rod
in orderto be able to cool specific areas of the inner wall of the
container in a completely targeted manner. The cooling
medium can also be of'the most varied composition and most
varied conditions. In one preferred form of implementation,
the cooling medium is the same medium as in the pre- and
final blowing. It is thereby under a pressure (p3) of 30 to 45
bar, preferably 37 to 45 bar. The cooling or rinsing air medium
storage unit, as the case may be, is preferably constructed in
the same way as the other storage units.

Since the rinsing air pressure (p3) is greater than the pres-
sure of the final blowing air (p2), the rinsing air does not, in
this process, have only the task of cooling the bottle, but also
of completely pressing out the contours of the hollow body to
be manufactured (pressing out phase). Because the complete
molding out of the contour of the hollow body to be manu-
factured is now no longer carried out only during the final
blowing phase, the process time for the final blowing can be
shorted by approximately the amount of time that would be
provided for the molding out of the contour. At this point of
the process, only one connection from a medium storage unit
into the hollow body is opened—namely, the one to the cool-
ing medium storage unit. Because of the difference between
the pressure (p2) prevailing in the bottle at this point in time
and the pressure (p3), the cooling medium can, after the
opening of the connection of the rinsing and cooling air
medium storage unit with the hollow body, flow into this but,
in any event, only for long enough until the pressure in the
hollow body is equal to the pressure in the rinsing and cooling
air medium storage unit. Because of this limited flowing of
cooling medium into the hollow body, the cooling of the same
is not yet concluded at this point in time of the process. If the
pressure in the hollow body is equal to the pressure in the
cooling and rinsing medium storage unit, then this condition
is to be maintained for a certain time in order to support the
stated molding of the contour of the bottle and the crystalli-
zation on the container wall.

After this molding out phase, the cooling of the bottle is
further continued due to the fact that a connection of the bottle
to a medium storage unit with a lower pressure than that of the
rinsing air is produced, while the connection of the bottle with
the rinsing and cooling air medium storage unit remains open.
Because of that, rinsing air flows through the bottle into the
medium storage unit at a lower pressure, and the bottle is
cooled, through the movement of air, from the inside. The
cooling air thereby absorbs the heat, and transports this into
the medium storage unit with the lower pressure. In contrast
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to the known processes, the rinsing of the bottle in the process
in accordance with the disclosure is therefore not carried out
against the surrounding environment but, rather, against
another medium storage unit. Since an overpressure is
already prevailing in this, the through-flow of rinsing air is
reduced, in contrast to the rinsing against the surrounding
environment. This is compensated for by a lengthening of the
rinsing time. Due to the fact that the process time was reduced
in the final blowing, the entire blowing process does not need
to be extended, even despite the lengthening of the rinsing
time. The medium storage unit against which rinsing is car-
ried out is therefore supplied through the bottle from the
rinsing and cooling air medium storage unit, and conse-
quently no longer needs its own process of air supply.
Because the rinsing air in the process in accordance with the
disclosure is the medium that has the highest pressure, rinsing
can be carried out against any other medium storage unit of
the blowing process. Since the pressures prevailing in the
specific medium storage units are different, however, the
rinsing or cooling times must be adjusted and set on the basis
of'the different pressure differences and the different pressure
compensation times resulting from the same.

Atthe end of the cooling phase, the through-flow of rinsing
air described is stopped again and the remaining compressed
air still located inside the bottle is let out, so that essentially
the conditions of the ambient atmosphere prevail in it. The
letting out of this residual air can be carried out both against
the surrounding environment, as well as against another
medium storage unit.

At least one of the media is preferably compressed air. In
one preferred form of implementation, the type of the
medium is not changed in any process step. It is thereby
possible to transfer the media back and forth between the
different storage units without thereby bringing about an
undesirable mixture. Only the pressures have to be kept at an
essentially constant level.

In one of these advantageous further developments, the
medium storage units are provided with pressure compensa-
tion devices, such as pressure compensation tanks, for
example, in order to keep the pressure in the medium storage
units as uniform as possible. This is particularly appropriate,
since connections between medium storage units with differ-
ent pressure levels are produced, whereby the theoretical
pressures in the storage units should be changed as little as
possible. Different pressure compensation devices are con-
ceivable, but they should all be designed in such a manner,
however, that the pressure changes in the medium storage
units do not exceed ten percent of the theoretical value.

Rather than using pressure compensation devices, how-
ever, it is also conceivable to instead connect the blowing
station throttle valves in series, which valves regulate the
pressure which, in this case, must always be supplied at a
higher pressure than what is finally required for the specific
process steps.

In one other advantageous further development of the dis-
closure, the medium that is still located in the bottle after the
cooling phase is not discharged into the surrounding environ-
ment, but is instead transferred to a medium storage unit. The
control air medium storage unit could be supplied by that
means, for example. In one preferred further development,
the medium storage unit is not a medium storage unit that is
already available, but is instead an additional, fourth medium
storage unit, preferably a low pressure medium storage unit.
Such a low pressure medium storage unit could be the com-
pressed air network of a factory through which compressed
air pistols are supplied, for example. The recycling rate of the
blowing medium is further improved by such a transfer.
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Consequently, the device in accordance with the disclosure
comprises a contoured blow mold in which the preform or the
bottle is located during the blowing process, a stretching rod
with the help of which the preform is stretched along its
longitudinal axis, and at least three medium storage units in
which the process media of the blowing process are located.
The preblowing medium is thereby under a pressure of 2 to 20
bar, preferably 3 to 10 bar. The final blowing medium is under
a pressure of 15 to 45 bar, preferably 23 to 26 bar, and the
rinsing medium is under a pressure of 30 to 45 bar, preferably
37 to 40 bar.

The machine is preferably a rotational stretch blowing
machine. [tis, however, also conceivable to use this process in
another stretch blowing machine or in another type of
machine, such as in an extrusion blowing machine, for
example.

In one preferred further development, compressed air is
used as a process medium in at least in one step. Compressed
air is preferably used during every process step. As has
already been mentioned in connection with the process, it is
also conceivable to use any media in different aggregate con-
ditions. In one preferred further development, there is a cen-
tral air feed unit for the machine, which transfers the process
air from the stationary part into the rotating part of the
machine.

The medium storage units can be constructed in the most
varied ways and manners. Spherical or square medium stor-
age units are conceivable, for example. In one preferred form
of implementation, the storage unit has channels that essen-
tially form a ring which consists of two sealed semicircles.
The semi-circles thereby have a cross-section that corre-
sponds approximately to a square.

In accordance with one other preferred further develop-
ment, pressure compensation devices are attached to the cir-
cular channels in order to keep the pressures in the channels
nearly uniform. Uniform pressure is extremely important for
the quality of manufactured products.

In accordance with one preferred further development, the
rinsing or the cooling air, as the case may be, is introduced
into the hollow body through a hollow stretching rod. Holes,
through which the cooling air can flow onto specific points of
the internal wall of the bottles in a targeted manner, are
thereby provided in the stretching rod, preferably at both the
lower end and at the lateral end.

In accordance with one other preferred further develop-
ment, the machine has six circular channel storage units that
accommodate the media for the pre- and final blowing, for the
cooling of the hollow body and the control of the machine,
and for the control of the stretching rod (up and down).

BRIEF DESCRIPTION OF THE DRAWINGS

One example of implementation of the disclosure is
described in the following by means of the diagrams. These
depict the following:

FIG. 1: A schematic view from above of the blowing wheel
of a rotational stretch blowing machine;

FIG. 2: A schematic view of the blowing station and of the
process medium supply;

FIG. 3: A process curve of the process in accordance with
the disclosure for manufacturing heat-resistant hollow bod-
ies; and

FIG. 4: Valve switch points in the manufacturing process in
accordance with the disclosure.

DETAILED DESCRIPTION OF THE
DISCLOSURE

The device in accordance with FIG. 1 is designed for the
manufacture of heat-resistant hollow bodies (7) of PET for
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the beverage industry in the form of bottles. It essentially
comprises a certain number of blowing stations (2) in which
the hollow bodies (7) are embedded in a blow mold (2a), and
are acted on with overpressure and consequently formed into
the bottle. It comprises, in addition, one primary blowing air
line (5a) for each blowing station (2), which line is connected
with a rinsing and cooling air medium storage unit (33).
Pressure compensation tanks (38), the task of which is to keep
the pressure levels of the medium storage unit (31-36) as
uniform as possible, are located in the interior of the blowing
wheel. In the device in accordance with FIG. 1, the medium
storage units (31-36) are constructed as circular channels.

The course of the process of the present concrete form of
implementation of the disclosure is described by means ofthe
FIGS. (2-4) as follows: There is a central process medium
supply unit (5) which brings the process medium that is under
application pressure from the stationary part, through the
rotating distributor (70), and into the rotating part of the
machine. Compressed air, which is under a pressure of 40 bar
upon introduction into the rotating part of the machine, is
used for every partial process here. This air is fed into the
rinsing and cooling air medium storage unit (33) until it has
been filled. From the central process medium supply unit (5),
there is a connection (55) to the final blowing medium storage
unit (31), which is controlled by an automatic non-return
valve (57). If the pressure in the final blowing medium storage
unit (31) drops by approximately ten percent of its theoretical
value during the operation of the machine, then the automatic
non-return valve (57) opens and the final blowing medium
storage unit (31) is supplied by the process medium supply (5)
through the connection (55) for long enough for the pressure
in the final blowing medium storage unit (31) to again lie at a
maximum of ten percent below the theoretical value. This
case is applicable, for example, during the starting of the
machine, if overpressures have still not yet been built up in the
medium storage units (31-36). The final blowing medium
storage unit (31) is thereby already supplied with process air
before the manufacturing operation. By means of the auto-
matic non-return valves (58, 59a, 59b) and the connection
(5g, 5h and 5i), compressed air is supplied through the final
blowing medium storage unit (31), the control air medium
storage unit (34), the “stretching up” medium storage unit
(35), and the “stretching down” medium storage unit (36).
The automatic non-return valve (58) is thereby set to a value
of approximately 10 bar, in order to be able to adjust this
pressure in the control air medium storage unit. The “stretch-
ing up” medium storage unit (35) and the “stretching down”
medium storage unit (36) are filled with process air, which is
under a pressure of approximately 6 bar. The automatic non-
return valves (59a and 595) therefore only need to be set to
approximately 6 bar.

The preblowing medium storage unit (32), which supplies
the process air for the preblowing, is also supplied through the
automatic non-return valve (56) and the connection (5e).
Since the preblowing pressure amounts to approximately 5
bar, the automatic non-return valve (56) is also set to approxi-
mately this pressure.

FIG. 2 additionally depicts the blowing station (2). This
consists of the valve block (50), the blowing nozzle (60), the
blow mold (2a), and the hollow stretching rod (6). The valve
block (60), for its part, consists of the valves (51-55) that
control the inflow or the outflow of the process air, as the case
may be. The glass nozzle (60) rests on the hollow body (7),
and is connected with the valve block (50) through the con-
nections (54 and 5%). The hollow stretching rod (6), which is
moved, during the operation of the machine, within the closed
form (2a) and the hollow body to be blown (7), is connected
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with the rinsing and cooling air medium storage unit (33)
through the primary blowing air line (5a).

If the medium storage units (31-36) are all filled, then the
actual process for manufacturing the hollow bodies (7) can be
started.

First of all, the hollow body that is to be blown (7) is
introduced into the form (2a), which is then closed. After the
blowing nozzle (60) has been placed on the hollow body (7),
the hollow stretching rod (6) can penetrate into this from
above, in order to expand it in its length. The valve (51) in the
valve block (50) is immediately opened (see FIG. 3, point 81),
in order to conduct preblowing air, under a pressure of
approximately 5 bar, through the connection (5f'and 54) and
into the feed unit (61) of the blowing nozzle (60) and, as the
result, into the hollow body (7). This is now also radially
expanded in the direction of the wall of the blowing mold. If
the preblowing is ended, then the valve (51) closes again and
the final blowing valve (52) is opened (see FIG. 3, point 82).
The final blowing air, which is under a pressure of approxi-
mately 30 bar, thereby flows from the final blowing medium
storage unit (31), through the connection (5¢, 5d) and the air
circulation unit (61) of the glass nozzle (60), and into the
hollow body (7). If the pressure in the hollow body (7), which
is now almost completed, is built up, then the final blowing
phase is ended, and the final blowing valve (52) is closed
again. At this point in time of the process, the hollow body
has, to be sure, already essentially reached its definitive exter-
nal form, but the contours have not yet been expanded com-
pletely outwardly, however. The molding out phase, which
begins with the opening (see FIG. 3, point 83) of the rinsing
and cooling air valve (53), serves that purpose. The cold
rinsing air, which is under a pressure of approximately 40 bar,
thereby flows out from the rinsing and cooling air medium
storage unit (33), through the connection (5a) and the hollow
stretching rod (6), and into the hollow body (7). After the
pressure in the hollow body (7) has built up (see FIG. 3, point
83a), it is kept at this level for some more time in order to
expand it out completely. Through the difference of tempera-
ture between the rinsing air and the internal wall of the bottle,
the rinsing air is heated slightly, and the internal wall of the
bottle becomes somewhat cooler. If the hollow body (7) were
to be already removed from the blow mold (2a) at this point in
time, then it would be very unstable because of the residual
heat that it still contains. For this reason, it must be cooled
further. For that purpose (see FIG. 3, point 835), the final
blowing valve (52)—with the rinsing and cooling air valve
(53) still open—is opened yet again. The somewhat heated
rinsing air located inside the hollow body (7) can thereby flow
through the air circulation unit (61) in the blowing nozzle (60)
and the connection (54 and 5¢), and then back into the final
blowing medium storage unit (31). This condition is also
maintained for some time in order, on the one hand, to pro-
duce the necessary air circulation in the hollow body (7) in
order to cool it and, on the other hand, in order to supply the
final blowing medium storage unit (31) with process air, in
order for enough compressed air to thereby be available for
the next blowing step. During this process step, a pressure of
approximately 30 bar builds up in the hollow body (7)
because of the pressure compensation (see FIG. 3, point 83¢).
If this cooling and rinsing phase, which simultaneously
serves as the air recycling phase, ends, then the final blowing
valve (52) and the rinsing and cooling air valve (53) are
closed, while the discharge valve (55) is opened at the same
time (see FIG. 3, point 84), so that the process air located
inside the hollow body (7) can flow, through the air circula-
tion unit (62), the blowing nozzle (60), the connection (5%),
and the connection (51), and into the sound absorber (65)
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(discharge phase). Essentially ambient conditions thereby
prevail in the hollow body (7) after the opening of the dis-
charge valve (55).

The discharge after the rinsing and cooling or recycling
phase, as the case may be, cannot only be carried out against
the sound absorber (65), however, but also against the oper-
ating air medium storage unit (37). For that purpose, the
operating air valve (54) is opened simultaneously with the
closing of the final blowing valve (52) and of the rinsing and
cooling air valve (53) (see FIG. 3, point 84), so that the air in
the hollow body (7), which has a pressure of approximately
30 bar, can flow through the air circulation unit (62), the
blowing nozzle (60) and the connection (5% and 5m), and into
the operating air medium storage unit (37). From there, it is
possible to feed the air through the connection (5#) and the
rotating distributor (70) from the rotating part of the machine
into a stationary part, in order to thereby supply other pro-
cesses taking place in the environment of the machine with
process air. In the form of implementation depicted, the oper-
ating air medium storage unit (37) is located in the rotating
part of the machine. It is just as possible, however, to accom-
modate this in the stationary part, or even outside the
machine. In this case, the air would be conducted, during the
discharge phase, through the connection (5m) or (51), respec-
tively, immediately into the rotating distributor (70) of the
machine, and thereby into the stationary part.

Ifthe process air, as just now described, is not immediately
discharged through the sound absorber (65), but is instead
conducted out of the machine through the operating air
medium storage unit (37), then this only occurs at the pressure
level that prevails in the operating air medium storage unit
(37). The remaining air located in the hollow body (7) is not
recaptured, but is instead conducted through the air circula-
tion unit (62) in the blowing nozzle (60), the connections (5%
and 51), and through the sound absorber (65), and out into the
open air. After the pressures in the hollow body (7) and in the
operating air medium storage unit (37) have been adjusted,
the operating air valve (54) is thereby closed and the dis-
charge valve (55) is opened.

The valves in the valve block (50) can be designed differ-
ently in order to increase the through-flow of process air, and
thereby the performance of the machine as well. The maxi-
mum possible throughput of air through a valve is either
increased by expanding the cross-section, or else several
valves are placed on one switching point. Thus, for example,
two discharge valves (55 and 55') could be used in the dis-
charge, rather than just the one discharge valve (55).

FIG. 3 and FIG. 4 depict a process curve, which shows the
blowing pressure in bar in relation to the machine position in
degrees, and a wiring connection of the valves (51-55') in
relation to the machine position in degrees.

At the beginning of the process (machine position 0°), the
preblowing valve (51), the final blowing valve (52), and the
rinsing and cooling air valve (53) are closed, and the dis-
charge valves (55 and 55') are opened. After a certain time (1),
the preblowing process is started through the opening of the
preblowing valve (51) (machine position [54°]). Preblowing
air at approximately 5 bar is thereby transferred from the
preblowing medium storage unit (32) and into the hollow
body (7). The discharge valves (55 and 55') are also closed,
more or less simultaneously. After the preblowing process has
ended, the preblowing valve (51) closes again, and the final
blowing valve (52) opens (machine position 64°). After the
closing of the final blowing valve (52), the rinsing and cooling
air valve (53) is opened (machine position 100°).

Ifthe hollow body (7) is finally expanded out, then the final
blowing valve (52)is opened yet again (see FIG. 3, point 835),
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as the result of which compressed air can now flow from the
rinsing and cooling air medium storage unit (33), through the
blowing station (2), and into the final blowing medium stor-
ageunit (31) (machine position 197°). At this point in time of
the process, the final blowing valve (52) and the rinsing and
cooling air valve (53) are also opened. If the bottle that has
been blown into finished form has been sufficiently cooled,
then the final blowing valve (52) and the rinsing and cooling
air valves (53) are closed, and the discharge valves (55 and
55") are opened (see FIG. 3, point 84), through which the
compressed air, which is located in the bottle and is acted on
with approx. 30 bar, escapes through the discharge valves (55,
55") and the sound absorber (65), and into the surrounding
environment, so that essentially ambient conditions thereby
prevail in the hollow body (7) (machine position 292°). The
remaining process time (68° of the machine rotation), up until
a new hollow body that has yet to be blown (7) is yet again
introduced into the blow mold (2a), is needed for the dis-
charge of the bottle blown in finished form and for the open-
ing of the blow mold (2a).

I claim:

1. A process for manufacturing a hollow body which is
molded from a heated preform of thermoplastic material in a
contoured blow mold, comprising stretching a preform by
moving a hollow stretching rod through an opening of the
preform and into a direction of its base, placing a blowing
nozzle on the hollow body, and connecting the blowing
nozzle with a valve block comprising a preblowing valve and
a final blowing valve, and further comprising a subsequent
opening of the preblowing valve and conducting preblowing
air through the preblowing valve into the hollow body; clos-
ing the preblowing valve, opening the final blowing valve and
conducting final blowing medium through the opened final
blowing valve into the hollow body; closing the final blowing
valve and cooling the hollow body by feeding a cooling
medium through the hollow stretching rod, the hollow
stretching rod having an open bottom directed downwardly
and cooling the hollow body comprising cooling the base of
the hollow body in a completely targeted manner by the
cooling medium fed through the open bottom, and removing
the cooling medium from the hollow body by means of the
blowing nozzle thereby enabling circulation of the cooling
medium during the cooling process.

2. A process according to claim 1, wherein the cooling
medium completely presses out the contours of the hollow
body to be produced.

3. A process according to claim 1, wherein, through holes
formed laterally in the stretching rod, the cooling medium
cools specific areas of the inner wall of the hollow body in a
targeted manner.

4. A process according to claim 1, wherein the cooling
medium is under a pressure in a range of approximately 30 bar
to approximately 45 bar.

5. A process according to claim 1, wherein the cooling
medium is under a pressure in a range of approximately 37 bar
to approximately 45 bar.

6. A process according to claim 1, wherein the cooling of
the hollow body comprises establishing a connection
between the hollow body and a medium storage unit at a
pressure that is lower than a pressure of the cooling medium,
while the connection between the hollow body and the
medium storage unit remains open.

7. A process according to claim 6, wherein cooling of the
hollow body is executed at a pressure that is lower than a
pressure of the cooling medium.
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8. A process according to claim 1, wherein a pressure of
approximately 30 bar is established in the hollow body during
the cooling step.
9. A process according to claim 1, wherein, after cooling, a
discharge is carried out against an operating air medium
storage unit and/or a sound absorber.
10. A process according to claim 1, wherein the hollow
body is cooled, at least temporarily, at an angular interval of
approximately 200° to approximately 285° of a rotational
stretch blowing machine via the hollow stretching rod.
11. A process according to claim 10, wherein the hollow
body is cooled, at least temporarily, at an angular interval of
approximately 240° to approximately 260° of a rotational
stretch blowing machine via the hollow stretching rod.
12. A process according to claim 1, wherein the hollow
body is cooled at a rotary angle of approximately 200° to
approximately 285° of a rotational stretch blowing machine
via the hollow stretching rod.
13. A process according to claim 12, wherein the hollow
body is cooled at a rotary angle of approximately 240° to
approximately 260° of a rotational stretch blowing machine
via the hollow stretching rod.
14. A process according to claim 1, wherein the hollow
body is cooled at a rotary angle of approximately 240° of a
rotational stretch blowing machine.
15. A process according to claim 1, wherein the open
bottom of the hollow stretching rod is positioned within the
hollow body.
16. A process according to claim 1, wherein the open
bottom of the hollow stretching rod is positioned adjacent to
and configured to cool a base of the hollow body.
17. The process according to claim 1, further comprises at
least one circulation passage extending through the blowing
nozzle and defining a flow path remote from the hollow
stretching rod to enable removal of the cooling medium from
the hollow body during the cooling process.
18. A process for manufacturing a hollow body which is
molded from a heated preform of thermoplastic material in a
contoured blow mold, comprising stretching a preform by
moving a hollow stretching rod through an opening of the
preform and into a direction of its base, placing a blowing
nozzle on the hollow body and connecting the blowing nozzle
with a valve block comprising a preblowing valve, a final
blowing valve, and further comprising subsequent steps of:
opening the preblowing valve and conducting preblowing
air through the preblowing valve into the hollow body;

closing the preblowing valve, opening the final blowing
valve and conducting final blowing medium through the
opened final blowing valve into the hollow body; and

closing the final blowing valve and cooling the hollow
body by feeding a cooling medium through the hollow
stretching rod, the hollow stretching rod having an open
bottom directed downwardly and cooling the hollow
body comprising cooling the base of the hollow body in
a completely targeted manner by the cooling medium
fed through the open bottom, and removing the cooling
medium from the hollow body by means of the blowing
nozzle thereby enabling circulation of the cooling
medium during the cooling process, whereby the hollow
body is blown in one of a plurality of blow molding
stations which rotate on blow molding wheel and
whereby process air is fed through ring channels to the
one of plurality of blow molding stations.
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